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DRILLING LOG Page 1 of 2
State Ohio Start Date August 19, 1982
Site Woodford Road Quarry Completion Date August 19, 1982
Boring No. WRQ-1 Ground ET.
Drilling Firm  ATEC Groundwater E1.

at completion

Type of Drill Mobil ATV

after days

Driller Bill Gray

Total Depth of Boring 9.6
Geologist  Jerome D. Oskvarek

Blow | Sample
Elev. | Depth Description Count No. Remarks

0 GROUND SURFACE

1 | Gravelly Sand, dark brown, highl 2/4/3 1
organic content(topsoil)

Clayey silt, gray with a brown
3 cast, trace medium to fine

grain sand. Sandstone clasts 2/4/5 2
4 7| below 5 feet

5
6 | 6/9/158 3
T
5
~ _|/Sand, brown medium to fine
8 grain, trace silt and clay
| Sand, gray, medium to fine 3/11/ 4 saturated
9 | grain, trace silt and clay 24 ]

/Sandstone, gray-white,
10 ) End of Boring 50 5 50 blows for 0.1'
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Site Woodford Road Quarry

Boring No.

Page

2

of

WRQ-1

2

]

Elev.

Depth

Description

Blow
Count

Samp]
No.
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|

Well Construction:

- Screen set from 6.6 to 9.6
feet

- Cuttings from 4.5 to 6.0 feet

- Bentonite seal from 1.5 to
4.5 feet

- Cement grout from 0.0 to 1.5
feet

- Well protector casing

- 2" PVC well casing

- 3'-0.010" PVC well screen

- Sand from 6.0 to 9.6 feet
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State O0hio

Site Woodford Road Quarry

Boring No. WRQ-2

Dritling Firm  ATEC

Type of Drill Mobil ATV

Driller Bill Gray

Geologist  Jerome D. Oskvarek

Start Date

August 19, 1982

Completion Date Auqust 19, 1982

Ground E1.

Groundwater ET,
at completion

after

days

Total Depth of Boring 15.5'

Blow | Sample
Elev. | Depth Description Count No. Remarks
]
0 ] GROUND SURFACE
| Sandy Loam, brown, trace gravel
1 \(shale and sandstone) 4/7/10 1
2 ] Silty Clay, brown, minor gravel
| (shale and sandstone) trace
3 | fine sand
] 5/8/10 2
4—-
5 —
6 | 3 Shelby Tube
7_]
8_|
9 1
] Clayey Silt, gray, trace fine | 7/13/ 4
10 sand, minor gravel(shale) 25




State 0Ohio

Site Woodford Road Quarry

Boring No.  WRQ-2

Page 2 of 2

Blow | Sample
Elev. | Depth Description Count No. Remarks

11 7

—
12 7
13 | Silty Sand, gray, saturated,

~1 fine to medium grain, trace 20/35/] 5 50 blows for 3"
14 7 clay 50
15 | Sandstone, gray-white

End of Boring

16

Well Construction:

- Screen set from 12.0 to 15.0
feet

- Sand from 10.5 to 15.0 feet

- Bentonite from 8.2 to 10.5
feet

- Cuttings from 4.5 to 8.2 feet

- Cement grout from 0.0 to 4.5
feet

- Well protector casing

- 2" PVC well casing

- 3'-0.010" PVC screen
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State

Ohio

Site Woodford Road Quarry

Start Date August 19, 1982

Completion Date Auqust 19, 1982

Boring No. WRQ-3 Ground E1.
Drilling Firm  ATEC Groundwater EJ.
at completion
Type of Drill Mobil ATV
after days
Driller Bill Gray
Total Depth of Boring 8.7' _
Geologist  Jerome D. Oskvarek )
| Blow | Samp]l
Elev. | Depth Description Count No. Remarks

0 GROUND SURFACE
Demolition Debris{FilT) Could not pound
1 ] 1 split spoon
| Sand, dark brown, medium to through fill
Z_ﬂ fine grain, minor silt
3—.
Silty Clay, gray, trace fine 2/3/4 2
4 7| ‘sand, some root remnants
5
6_: Sandstone, medium to fine grainf 13/50 3 50 blows for 5"
medium Induration. at 5.5
7]
8——
9 End of Boring

50 4 50 blows for 2"




State Ohio Boring No.  WRQ-3
Site Woodford Road Quarry Page 2 of 2
Blow | Samp] ]
Elev. | Depth Description Count No. Remarks
1 Well Construction:

- Screen set from 5.7 to 8.7
feet

- Sand from 5.5 to 8.7 feet

- Bentonite seal from 2.5 to
5.5 feet

- Cement grout from 0.0 to 2.5
feet

- Well protector casing

- 2" PVC well casing

- 3'-0.010" PVC well screen
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State Ohio

Site Woodford Road Quarry

Start Date Auqust 19, 1982

Completion Date August 19, 1982

Boring No. WRQ-4 Ground E1V.
Drilling Firm  ATEC Groundwater E1.
at completion
Type of Drill Mobil ATV
after days
Driller Bill Gray
Total Depth of Boring 15.5'
Geologist  Jerome D. Oskvarek
Biow | Sampl
Elev. | Depth Description Count No. Remarks
]
1
]
0] GROUND SURFACE
Sandy Clayey Loam, brown
17] 2/4/10 1
]
2 | Silty Clay, dark brown, trace
fine sand, dry, gray mottie
3
| Silty Clay, gray, trace fine 5/8/10 2
4 "] sand, trace gravel(shale)
5 |
6 | Silt, brown, minor clay, trace | 2/4/8 3
fine sand, trace gravel(shale)
7]
8 1
-
9—d
Gravelly Clayey Silt, brown, 6/13/ 4
10 trace fine sand, shale and 18




State Ohio Boring No.  WRQ-4
Site Woodford Road Quarry Page 2 of 2
Blow | Sample
Elev. | Depth Description Count No. Remarks
| sandstone fragments
11
12 7
13;ﬂ
14_{ Silty Clay, gray, trace fine
sand, minor gravel 6/15/ 5
15_4 Gravel,gray, sandstone, shale 50
End of Boring
16 50 blows for 0",
Well Construction: 50 5 well indurated

B N I NS NV I

- Screen set from 12.5 to 15.5

feet

- Sand from 10.5 to 15.5 feet

- Bentonite from 7.5 to 10.5
feet

- Cuttings from 4.0 to 7.5 feet

- Cement grout from 0.0 to 4.0
feet

- Well protector casing

- 2" PVC well casing

- 3'-0.010" PVC screen

sandstone




